
WEL800-GB,400 ex,08/06

Approvals:
• Citroen 04.921
• Peugeot BLK.A00
• Renault 1 030 800

Compuspot 800
Ref. WEL800HF
Ref. WEL800CA

 For the new generation of vehicles
using high-resistance sheet metals

 High welding current 14000A
due to an optimal Inverter
technique with watercooling.

 The machine is upgradeable
to the characteristics of
future sheet metals.

 Great clamping force 570 daN
(580 kgf)

 The swivel arm and loop stabilize the C-
Clamp.

 Watercooling on tip of electrode.

 Angled electrode caps enable the user to
reach even the narrowest corners.

 Electrodes are changed easily and without
leakage of cooling liquid.
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CONTROL PANEL

Technical Specifications

Input voltage 380 – 415 Volt, 3 ph.
Circuit-breaker required 32 A retarded, D curve
Length of electric-supply cable 8 metres
Maximum Amps, RMS 14000 amps
C-Clamp cable length 2,5 metres
Nominal temperature 30°C
C-Clamp Force at 8 bar 570 daN (120 mm electrode)
Weight 195 Kg

Display
- Welding current
- Welding time
- Clamping force

Selection buttons:
- Cooling circuit on/off
- Clamp power on/off
- Control lights
- Choice of language

Arrow buttons to adjust:
- Welding Current
- Welding Time

4 Memory Keys:
4 pre-selections for
each of the 6
programmes.

6 programme buttons:
- Spot welding
- Shrinking
- Half-moon welding
- Welding of nails, wiggled wire,

stars
- Washers, shrinking, studs
- Spot welding
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Accessories
supplied with:
WEL800HF
WEL800CA

Arms supplied with:
WEL800HF

Arms supplied with
WEL800CA:

 Standard WEL8020
 WEL8033


